CHAINSAW TROUSERS, CLASS 2 TYPEA 15QT

EN 381-5:
1995

Class 2 - 24m/s
Design A

KEY FEATURES

e Ergonomic fit
e Chainsaw protection class 2 (24m/s)
e Zipped pockets

EXTERIOR

e Front fly with zip closure - closing by 2 metal buttons

e 2 inset pockets with zip closure

e 1double pocket for phone and measuring equipment or chainsaw
file reinforced on the inside

e 1inset back pocket with flap and closed by zipper

e 1 patched thigh pocket with flap

e Elasticated waist with loops for belt - buttons for braces

e Bib in back with buttons for braces

e Triple-needle stitching on the back seam to the inside leg

INTERIOR

e Polyester - cotton lining (65% Polyester - 35% Cotton 85 g/m?)
e Foam in the back bib for an enhanced comfort
e 8 layer front protective inlay

FABRIC

High performance water- and dirt repellent with Teflon™ full
stretch TeXXion (87% Cordura® - 13% elasthane +240g/m2)

Full stretch Armortex light reinforcements (30,7% para-aramid -
60,6% polyamide - 6,5% elasthane - 2,2% polyurethane +340g/
m2)

SIZES
XS - XXXL

COLOUR
¢ 833 Red/Black

WASH AND CARE INSTRUCTIONS

W XK &2 X

@ ARMORTEX
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